5'—-0" DIA.

4’—0" DIA. (PIPE 15" AND SMALLE
6'—0" DIA.

FLEXIBLE BUTYL RESIN
SEALING COMPOUND

R
PIPE 18" THROUGH 27%
PIPE 30" AND LARGER)

FLEXIBLE BUTYL RESIN
SEALING COMPOUND
CEMENT

MORTAR

SLOPE 2"
/  PER FOOT

SRR NOTES:

) 4 /\\ 1. JOINTS TO BE SET IN FLEXIBLE BUTYL RESIN

;- RS 2 SEALING COMPOUND AND GROUTED WITH MORTAR

L LA <\ 5/8" THICK AND EXTENDING 4" EACH SIDE OF

RSV PR, - - — AN JOINT INSIDE AND OUTSIDE.

S KK

>~//\,//\// 8" MIN. ‘//\,//\,/ 2. BASES SHALL BE REINFORCED WHEN THE DISTANCE

FROM INVERT TO TOP OF COVER WILL EXCEED

SECTION A=A I!:ﬁcm'l._:I_:RREINFORCING TO BE APPROVED BY CITY

3. SQUARE BASES ARE ACCEPTABLE.

CITY of DELTA STANDARD MANHOLE
360 MAIN STREET BASE
DELTA, CO 81416
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